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Beautiful Memories Deserve Excellent Quality 

With 3.2 megapixel quality (effective pixels) and precision optics, the FinePix A330 produces 
high-resolution images with crisp, sharp details and brilliant colors. Data captured with the 
FinePix A330 is suitable for producing beautiful high-quality prints* as large as 8 x 1 0 inches. 

* Enjoy high-quality prints, just like a conventional camera, with Fujif Urn's Digital Camera Print Sen/ice at a 
Fujifilm lab near you. 


High-Performance Zoom and Macro 



The FinePix A330 features 3X optical zoom and 1 .6X digital zoom* 
magnification, to clearly capture the natural expressions of your subjects. 
And macro mode lets you focus in to approx. 10 cm, the perfect distance for 
close-ups of tiny favorites. 

* In 1M (1280 X 960 pixel) mode 


One-Touch, Fully Automatic Operation 

Just slide the lens cover to turn on the power, then press the shutter button. 
The camera automatically controls all settings such as focus, exposure and 
:: white balance. All camera functions can be accessed with a single finger, via 
■ the array of one-touch buttons positioned beside the LCD monitor. 


other convenient features; 

• Movie recording capability up to 60 seconds* 

• Video output for TV monitor (NTSC/PAL) 

• USB digital interface 

• PictBridge compatible, for direct PC-free printing 

• Multi-lingual LCD display (supports six languages) 

• xD-Picture Card^^ support 

• Low power consumption; operates on standard 2 AA batteries 

• Optional PictureCradle for easy link to any PC 

• 320 x240 pixels, 10 frames/second 



With an optional PictureCradle 


Functions 



Self-timer Lamp^ 



Specifications 


DIGITAL CAMERA FinePix A330 

Number of effective pixels* 3.2 million pixels 

CCD sensor 1/2.7-inch pixel CCD 

(Number of total pixels: 3.34 million pixels) 

Number of recorded pixels Still image: 2016 x 1512 (3.05 million)/1600 x 1200/1280 x 960 pixels 
Movie: 320 x 240 pixels (10 frames/sec., without sound), 

160 X 120 pixels (10 frames/sec., without sound) 

Storage media xD-Picture Card^^ ( 1 6MB to 5 1 2MB) 

File format StiU image: JPEG (Exif Ver. 2.2**)/Movie: AVI (Motion JPEG) 

[Design rule for Camera File system compliant/DPOF-compatible] 5 p^ 


Number of images/recording time 


Modes 

Still image 

Movie 

Image quality mode displayed 

3M Fine 

3M Normal 

2M 

IM 

320 

160 

Number of recorded pixels 

2016x1512 

2016x1512 

1600x 1200 

1280x960 

320x240(10fps) 

160xl20(10fps) 

DPC-16 (16MB) 

10 

20 

25 

33 

Approx. 98 sec. 

Approx. 5.6 min. 

DPC-32 (32MB) 

20 

41 

50 

68 

Approx. 199 sec. 

Approx. 11.3 min. 

DPC-64 (64MB) 

42 

82 

101 

137 

Approx. 6.6 min. 

Approx. 22.7 min. 

DPC-128 (128MB) 

84 

166 

204 

275 

Approx. 13.3 min. 

Approx. 45.5 min. 

DPC-256 (256MB) 

169 

332 

409 

550 

Approx. 26.7 min. 

Approx. 91.2 min. 

DPC-5 12 (512MB) 

339 

665 

818 

1,101 

Approx. 53.5 min. 

Approx. 182.5 min. 


The number of images and recording time will vary slightly depending on the type of subject. 

Lens 

Eujinon 3X optical zoom lens 

Lens focal length 

Equivalent to 38 - 1 14 mm on a 35 mm camera 

Focus 

Autofocus 

Focus distance 

Normal: Approx. 60 cm/2.0 ft. to infinity 
Macro: Approx. 10 cm - 80 cm/0.3 ft. - 2.6 ft. 

Shutter speed 

2 to 1/2000 sec.(combined with mechanical shutter) 

Aperture 

E2.8 to E4.8/F5.6 to E9.5 (automatically selected) 

Sensitivity 

Equivalent to ISO 100 (at flash off) 

Exposure control 

64-zone TTL metering 

Exposure mode 

Programmed AE (Exposure compensation in manual mode) 

White balance 

Automatic 

Manual [Eine, Shade, Ruorescent hght (Daylight), Eluorescent light 
(Warm White) Eluorescent hght (Cool White), Incandescent light] 

Viewfinder 

Real-image optical viewfinder, approx. 80% coverage 

LCD monitor 

1.5-inch Amorphous silicon TET (Approx. 60,000 pixels), approx. 90% 
coverage 

Flash 

Auto flash using flash control sensor 

Effective range: Wide-angle (Approx. 0.6 m - 3.5 m/2.0 ft. - 1 1.5 ft.) 

Telephoto (Approx. 0.6 m - 3.0 m/2.0 ft. - 9.8 ft.) 
Flash mode: Auto, Red-eye Reduction, Eorced Elash, Suppressed Elash 
(Slow Synchro, Red-eye Reduction + Slow Synchro: 
in manual mode) 


xD-Picture CarcTr^ and all other trademarks are the property of their respeotive holders. 


Self-timer 

Approx. 10 sec. 

Video output 

NTSC/PAL selectable 

Digital interface 

USB 

Power source 

2 AA Alkaline/Ni-MH battery or AC power adapter (optional) 

Dimensions 

104.1 (W) X 61.5 (H) X 31.3 (D) mm/4.1 (W) x 2.4 (H) x 1.2 (D) in. 

Weight 

145 g/5.1 oz. (excluding batteries and media) 

Camera functions 

Digital zoom 
Shooting modes 
Movie recording 

Playback 

1.6X (1280 X 960 pixels), 1.3X (1600 x 1200 pixels) 

Auto, Manual 

320 X 240 pixels: 10 frames/sec., up to 60 sec. 

160 X 120 pixels: 10 frames/sec., up to 240 sec. 
without sound, AVI format (Motion JPEG) 

Single frame (with 13X Playback zoom at 3M mode), 9 Multi-frame 

Accessories included 

16 MB xD-Picture Card^^ 

2 AA-type afkaline batteries 
Hand strap 
USB cable 
Video cable 

Cradle adapter for EinePix A3 30 
CD-ROM: 

EinePixViewer, ImageMixer VCD2 for EinePix 

Optional accessories 

xD-Picture Card™; DPC-16, DPC-32, DPC-64, DPC-128, DPC-256, 
DPC-5 12 

PC Card Adapter DPC-AD 
CompactPlash^M Card Adapter DPC-CE 
Image Memory Card Reader DPC-Rl 
xD-Picture Card^’^ USB Drive: DPC-UDl 

AC Power Adapter AC-3 V (Cannot be used as a battery charger for this model) 
Rechargeable Battery 2HR-3UE (2 AA-type Ni-MH) 

Battery Charger with Battery (2 AA-type Ni-MH) BK-NH2/BK-NH 
Battery Pack NH- 10 (Can be charged with PictureCradle CP-FXAIO) 
PictureCradle CP-EXAIO (Includes AC-3VW and Rechargeable Battery NH-10, 
Included NH-10 can be charged only in this cradle) 

Soft Case SC-EXA02 


* Number of effective pixels: The number of pixels on the image sensor which receive input 

light through the optical lens, and which are effectively reflected 
in the final output data of the still image. , * 

** Exif 2.2 is a newly revised digital camera file format that contains Ou/nf 

a variety of shooting information for optimal printing. lXIi rnnl 

Note: The EinePix A3 30 is compatible with the world standard PictBridge. 

Specifications are subject to change without notice. 



For more information on the full range of Fujifilm digital produots, please visit 
our Website: http://homeJujifHm.eom 
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